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Foglio 3050

JOB:

NOTES:

TYPE: QUANTITY:

Standard Finishes

Body 
corten painted
natural copper

Natural Copper

The PURALUCE FOGLIO 50 pathway/garden marker and bollard. Multiple configurations allow this fixture to not only illuminate 
you pathway but your garden at the same time. Constructed of aluminum the Foglio comes in 30cm and 50cm heights for single 
direction or any combination of those hieghts in bi-directional applications. Available in color temperatures 2700K, 3000K and 
4000K. The Foglio operates on 24VDC.

Corten Painted



90 65
C US

®

Dimensions Mounting
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Input
24VDC - Triac or 0-10V Dimmable 

Wattage
8W

Color Temperatures
3000°K (W), 4000°K (N) 
2 step MacAdam ellipse binning

CRI / R9
92 / 84

Lumens
8W - 980 lm (W), 426 lm (NW)

Optic
90°

Technical Data

Order Code

Code Wattage

FOG3050 8W-

Eg. FOG3050-8W-24VDC-930-90-3050-CT

optional:

schermo | screen
UGR <19

Photometric data

Conical Diagram (8W)Polar Diagram (180°)
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Voltage CRI & CCT Style

90 305024VDC- - -

930 = 90 CRI, 3000°K
940 = 90 CRI, 4000°K

Optic

-

3050 = 30cm + 50cm

Body Finish

-

CT = Corten
NC = Natural Copper

XX = Custom


