ALUCE NUBES - SUSPENDED COLLECTION - SUSPENDED LIGHTING

North America
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The PURALUCE NUBES suspension lamp is constructed of spun aluminum shade with machined accent discs and an
integrated The color consistency is further ensured by 2-step MacAdam ellipse binning. Finely detailed construction allows
this product to be used in in a variety of indoor applications either as a single pendant or in a multiple cluster. NUBES is
available in 6 standard finishes with the option to create a one-of-a-kind lighting element with a custom painted color. The
classic Italian design of NUBES combined with modern LED technology provides illumination and architectural integrity to any
project.

Standard Finishes

Body
silver anodized aluminum [+
black anodized aluminum S M

corten painted Silver Anodized Aluminum Black Anodized Aluminum Corten Painted
Spacer &

black anodized aluminum K4 pe

shining palladium —

copper Black Anodized Aluminum Shining Palladium Natural Copper

JOB: TYPE: QUANTITY:

NOTES:
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Input
120-277VAC - TRIAG/ELV/0-10V Dimmable
Wattage Photometric Polar Pattern (60°) Conical Diagram (25W)
28W data h(m) Q(cm) (lux)
Color Temperatures ! 115
2700°K (WW), 3000°K (W), 4000°K (N)
2 step MacAdam ellipse binning ,
CRI/R9 ol
092 /84 s — 345 197
Polar Pattern (120°) Conical Diagram (25W)
Lumens Q o oem
2865 Im (WW) 2900 Im (W) 3025 Im (N)
OptIC 520 337
600, 1200 692 205

Dimensions ., | ? Canopy

2000mm

14"
15.9" spacer
403mm 3omm

43"
11.3" 110mm
288mm
optional:
Prismatic screen
UGR <19
Order Code
Code  Wattage Power  Dimming CRI'& CCT Optic Body Finish Spacer Finish Prismatic Screen*
NUB - 28W - UNV -
TE=TRACELV 927=90CRI,2700°K  60=60° SAA = Silver Anodized Aluminum  BAA = Black Anodized Aluminum  PS = Prismatic Screen
0-10=0-10v  930=90CR|, 3000°K 120=120° BAA = Black Anodized Aluminum  SP = Shining Paladium
940 =90 CRI, 4000°K CT = Corten CP = Copper
XX = Custom XX = Custom
Eg. NUB-28W-UNV-TE-940-60-BAA-SP-PS *optional
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